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Note 1: The unit has two identical outputs.

Features:
Dual Channel Frequency Multiplication

Low Profile Package: < 0.4” Height

Low Power Consumption: < 3 W

50 dB Port to Port Isolation

Wide Operating Temperature -54 to +100 °C

Environmental Specifications

Operating Temperature: - 54 to + 100 °C, baseplate
Operating Vibration: 7.9 grms (10 to 1000 Hz)
Environment: Airborne

Mechanical Specifications

Size (excluding connectors): 5 x 1.8 x 0.38 inches
127 x 46 x 10 mm

Weight: 11.8 oz (335 g), maximum
RF Connectors: SMA (F)
DC Connector: Feedthrough pin

Electrical Specifications

RF Input Dual Outputs Note 1

Operating Freq.: 1740 MHz 12.18 GHz
Power Level: + 1 dBm ± 1 dB + 8 dBm ± 2 dB
VSWR (maximum):1.5:1 1.5:1
Spurious: - 70 dBc, typical
Harmonics: - 70 dBc, typical
Phase Noise Enhancement: 20 dB, maximum
Port to Port Isolation: 50 dB, minimum
DC Power: + 15 ± 1.5 V @ 190 mA, nominal
Power Consumption: 2.85 W, nominal

M
O

U
N

T
IN

G
S

U
R

FA
C

E

4.50

3X .380

3X CONN., SMA FEMALE

2X .190
.3801.200

.500

5.00 MAX

+
15

V
R

F
 IN

1.80 MAX

.120

.150

R
F

 O
U

T
 2

R
F

 O
U

T
 1




