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Electrical Specifications

S-Band VHF
Operating Frequency: 3 GHz 375 MHz 

(4 outputs) (4 outputs)
Temperature Stability: ± 0.5 ppm, typical
Aging Rate: 1 ppm/yr
Power Level: + 4 dBm + 12 dBm

nominal nominal
Power Variation: ± 0.5 dB ± 0.5 dB

typical typical
VSWR (maximum): 1.5:1 1.5:1
Spurious (nominal): - 60 dBc - 60 dBc
Harmonics (maximum): - 25 dBc - 25 dBc
Residual Noise: < 0.03° rms, typical

(500 kHz to 750 MHz) 0.06° rms, maximum
SSB Phase Noise (dBc/Hz, typical):

offset
100 Hz - 99 - 120

1 kHz - 108 - 129
10 kHz - 124 - 145

100 kHz - 127 - 148
30 MHz - 139 - 164

Logic Control: TTL
DC Power:

Electronics: + 15 ± 0.75 V @ 220 mA,
nominal (3.3 W)

Heater (surge): + 15 ± 0.75 V @ 160 mA,
nominal (2.4 W)

Heater Steady State (air): + 15 ± 0.75 V @ 100 mA,
nominal (1.5 W) cold
+ 15 ± 0.75 V @ 33 mA,
nominal (0.5 W) hot

Environmental Specifications
Operating Temp.: -10 to 55 °C, baseplate
Environment: Space and Ground

Mechanical Specifications

Size: 185 cubic inches
Weight: (nominal) 7.7 lbs. (3.49 kg.), nominal
Connectors: RF SMA (F)

DC Sub-D 15 pin

Quadruple Coherent Outputs at 375 MHz & 3 GHz

Fully Redundant RF Signal Generation

Low Residual Noise: < 0.03° rms

Good Stability: ± 0.5 ppm

Features:
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